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0.9MM X 0.9KG MINI SPOOL GASLESS GS MIG WIRE P2-094FM BY

WELDCLASS

Gasless (self-shielded) 'MIG' Welding Wire in 0.9kg (100mm)

mini-spools for small welding jobs and use in spool-guns.

Weldclass mini spools are E71T-11 grade which is suitable for

multi-pass welding - unlike many other mini-spools on the

market that are E71T-GS grade & suitable for single-pass

welding only. Features:-

Ultra-Smooth Arc with Minimal Spatter

Ideal for portable use - no gas required

Easy to use even on steel that is slightly rusty or dirty or

painted

All positional wire, for general purpose use on mild and

galvanised steel

Ideal for outdoor or onsite use and welding in windy

conditions

AWS Classification A5.20 E 71T-11

Applications:-

Suitable for small welding jobs

Use in spool guns

Suitable for multi-pass welding

Blog Articles:-

Gasless (MIG) Welding of Thin Section Steel - use 0.8mm or

0.9mm wire?

Gasless (MIG) Welding - What is the correct Polarity?

Gasless (MIG) Welding - What causes Porosity and how to fix

it?

SKU Option Part # Price

5009565 P2-094FM $29.95

Model

Type Mig Wire

SKU 5009565

Part Number P2-094FM

Barcode 9341562034302

Brand Weldclass

Size 0.9mm

Technical - Main

Material Gasless GS Mig Wire

Dimensions

Product Weight (Net Weight) 0.9 kg

Packaging + Shipping

Shipping Weight (Gross) 1.48 kg
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