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0.9MM X 4.5KG SPOOL GASLESS GS MIG WIRE 200345 BY BOSSWELD

Self-shielding, all-positional flux-cored wire for single pass

applications. Excellent for use on thin gauges of galvanised &

mild steel. Travel speed is high & weld edges are smooth. It

has a smooth arc action, full slag coverage, easy slag

removal & low spatter. No shielding gas is required. The use

of DC straight polarity welding current minimises the risk of

burn through. Deposition efficiency is higher than that of

shielded metal arc electrodes. AWS Specification / Industry

Specification

A5.20 E71T-GS

Features:-

Self Shielded Flux Core wire

Suitable for Single pass applications

Smooth Arc action DC-

No Shielding gas required

Welding Positions

All positions

Applications:-

Excellent on Galvanised steel

General welding and repairs out doors

Farm repairs and maintenance

4.5 kg Spools â€“ Pallet 200 Spools/900 kg

SKU Option Part # Price

8708746 200345 $88.5

Model

Type Mig Wire

SKU 8708746

Part Number 200345

Barcode 9333424001195

Brand Bossweld

Size 0.9mm

Technical - Main

Material Gasless GS Mig Wire

Dimensions

Product Weight (Net Weight) 4.5 kg

Packaging + Shipping

Shipping Weight (Gross) 1.48 kg

Shipping Notes

This product is classified as

'Special Order' and generally

does not qualify for FREE

SHIPPING.
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